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Zmluva o dodani tovarov podl’a ustanovenia § 269 ods. 2 zdkona &, 513/1991 Zb. Obchodny
zdkonnik v zneni neskorSich predpisov (d'alej Ien ,,zmluva®)

“ WiFi pre teba v obci Vikartovce®

L Zmluvné strany

Objednavatel’. Obec Vikartovce
Adresa: Hlavna 159/98, 059 19 Vikartovce
V zastupeni: Mgr. Jozef Svagerko, starosta
IBAN: SK9202000000003984601151
ICO: 00326691
Zhotovitel’: NITRANET, s.r.o.
Adresa: Homodgermanska 55, 949 01 Nitra
V zastupeni: Slavomir Tur&ani, konatel
IBAN: SK0275000000004007916626
1CO: 36 534 633
ICO DPH: SK2021509545

IL Predmet zmluvy

Podrobny opis predmetu zakazky je uvedeny v Prilohe &. 1.

IIL. Termin plnenia

Najneskdr do 12 mesiacov odo diia nadobudnutia uginnosti zmluvy v zmysle &. X. Zaverené
ustanovenie bod 2, odovzdanim diela objednavatel'ovi.

IV. Miesto plnenia / realizdcie predmetu zmluvy

Miestom dodania tj. miesto realizacie predmetu zmluvy je Obec Vikartovee, v zmysle &l. II tejto
zmluvy.

V. Dohodnuti cena

Cena bez DPH: 12 500,00 EUR
DPH: 2 500,00 EUR
Cena s DPH: 15 000,00 EUR

VI. Platobné podmienky, fakturaéné podmienky a sankcie

1. Predmet obstaravania bude realizovany bez preddavkov a platba bude zhotovitelovi poukéazana
na ziklade vykonanych pric po odovzdani tovaru aukonCeni prac. Odovzdanie tovarov
a ukongenie prac obe strany potvrdia podpisanim protokolu o odovzdani.

2. Splatnost’ faktiry je 60 dni od dorugenia faktury obj ednavatel'ovi.
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. Prilohou faktiry bude stpis vykonanych prac a dodavok.

.V cene predmetu zmluvy si zahrnuté vSetky prace a dodavky pozadované podmienkami a
podkladmi na vyber zhotovitela.

. Objednavatel si vyhradzuje pravo neprevziat’ predmet obstaravania od zhotovitel'a v pripade,
ze nebude zrealizovany v dohodnutom rozsahu.

.V pripade omeskania s plnenim predmetu obstardvania je zhotovitel povinny zaplatit’
objednavatel'ovi zmluvn( pokutu vo vygke 0,05 % z omeskanej ceny bez DPH, za kaZdy deii
omeskania.

.V pripade nedodriania stanoveného terminu na odstranenie chyb zhotovitelom, ma
objednavatel' pravo pozdrzat' platbu za vykonané prace po dobu odstranenia chyb, pricom
vzniknuté naklady bude znasat' zhotovitel'.

VII. Povinnosti zhotovitel’a

. Zhotovitel' sa zavizuje poskytnit tovary v zmysle dohodnutych podmienok a platnych
predpisov.

. Zhotovitel' je pri odovzdavani predmetu obstarania povinny predloZit' objednavatelovi
certifikaty od pouzitych materialov a zariadeni a protokol o skuskach funké&nosti.

. Zhotovitel je potas zaruénej doby povinny po pisomnom oznameni obstaravatel’a reagovat’ na
pripadné reklamované (skryté) chyby, a to do 3 dni od obdrzania oznamenia.

. Zhotovitel’ sa zaviizuje udrZiavat' na stavenisku poriadok.

. Zhotovitel’ zodpoveda za dodrZanie bezpeénostnych predpisov a poZiamej ochrany, zodpoveda
za pripadné $kody na majetku vzniknuté pri vykone prac.

. Zhotovitel' zabezpegi zneskodnenie vietkych vzniknutych odpadov v silade so zakonom ¢.
223/2001 Zb. o odpadoch, u opravnenych poskytovatel'ov takejto sluzby.

. Zhotovitel' je povinny strpiet vykon kontroly/auditu/kontroly na mieste suvisiaceho s
dodavanym tovarom, stavebnymi pracami a sluzbami, kedykol'vek potas platnosti a i€innosti
Zmluvy o poskytnuti NFP, a to opravnenymi osobami na vykon tejto kontroly/auditu a
poskytnit’ im vSetku potrebnu siéinnost’.

. Zhotovitel' sa zavdzuje vykonat tkony, ktoré si predmetom tejto zmluvy na ziklade
technickych poZiadaviek podla ,Pyzvy na predkladanie ponik ,WiFi pre teba v obci
Vikartovece ™.

VIII. Povinnosti objednéavatel’a

. Objednavatel' vykony prac, uvedenych v ¢lanku II tejto zmluvy, preberie na zaklade
preberacieho protokolu.

. Objednavatel sa zavéizuje spristupnit’ priestory zhotovitel'ovi pre iCely vyhotovenia projektu.

. Objednavatel’ je opravneny bez akychkol'vek sankcii odstupit’ od zmluvy so zhotovitelom v
pripade, kedy e3te nedoslo k plneniu zo zmluvy medzi objednavatelom a zhotovitel'om a
vysledky kontroly riadiaceho orgédnu (RO) neumoziiuju financovanie vydavkov vzaiknutych
z verejného obstardvania, ktoré bolo/je predmetom kontroly zo strany RO v plnom rozsahu, t.
j. bez uplatnenia financnej opravy.



IX. Vieobecné dodacie podmienky

1. Zaru¢na doba tykajiica sa dodanych tovarov zagina plynit’ prevzatim tovarov objednavatel'om
a je 24 mesiacov.

2. Zhotovitel nezodpoveda za pripadné poskodenia trefou osobou po jeho odovzdani,

X. Ziveretné ustanovenie

1. Akékol'vek zmeny alebo doplnky k tejto zmluve si pre zmluvné strany zivizné iba vtedy, ak
st vyhotovené v pisomnej podobe ako dodatok zmluvy a obojstranne podpisané. Pravne
vztahy neupravené touto zmluvou sa riadia prislu§nymi ustanoveniami Obchodného
zakonnika.

2. Tato zmluva nadobida platnost’ dilom jej podpisu zmluvnymi stranami a jej zverejnenim v
zmysle platnych pravnych predpisov. Zmluva so zhotovitelom nadobuda cinnost’ po splneni
odkladacej podmienky, ktora spodiva v tom, Ze d&jde k schvéleniu procesu verejného obstara-
vania v plnom rozsahu (t. j. bez uplatnenia finan&nej opravy), o om bude zhotovitel informo-
vany.

3. Zmluvné strany vyhlasuju, Ze si tito zmluvu pretitali, jej obsahu porozumeli a na znak toho,
¥e obsah tejto zmluvy zodpoveda ich skutognej a slobodnej véli, ju podpisali.

XIL. Prilohy
Nasledujuce prilohy tvoria neoddelitelnd sucast' zmluvy.
1. Opis predmetu zakazky
Test splnenia technickych parametrov
Podrobny popis pristupového bodu (AP) s vizbou na finanéné limity
Technické listy dodavanych aktivnych prvkov
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Priloha & 1: Opis predmetu zikazky

Predmetom zakazky je vybudovanie bezplatného WiFi pripojenia pre obanov aj navitevnikov obce
prostrednictvom bezdrdtovych pristupovych bodov na verejnych priestranstvach.

V &ase vyhlasenia vyzvy na predkladanie ponik sa na verejnych priestranstvach nenachadza WiFi
pripojenie, ktoré by zasahovalo viac ako 30 % do pokrytia vybudovaného bezdrdtoveho pristupoveho
bodu.

K pokrytiu verejnych priestranstiev. WiFi pripojenim bude dodanie tovarov — 10 externych
pristupovych bodov zahriiujicich potrebné nevyhnutné prislusenstvo s in3taliciou a montézou WiFi
siete.

Vybudovana WiFi siet bude pouZivat' ozna&enie siete (SSID) WiFi pre Teba a poskytovat’ internetovi
konektivitu s miniméalnou rychlostou stahovania 30 Mbps pre kaZdy jeden WiFi bod bezplatne
vietkym ob&anom a navstevnikom obce.

Pristupové body budi umiestnené na nizie uvedenych verejnych priestranstvach:

Externy pristupovy bod €. 1 Obecny trad (spolotna budova OU a KD)-LVI, p&. 562
Externy pristupovy bod €. 2 Kultimy dom (spolo¢na budova KD a OU) - LV1, p.&. 562
Externy pristupovy bod €. 3 Autobus zastavka na namesti pri potravinach (el. stlp pri d.€. 112)
~LV1, p& 9729/1

Externy pristupovy bod €. 4 Dom smiitku na cintorine (budova domu smutku) — LV1, p.&.
577/2

Externy pristupovy bod €. 5 Futbalové ihrisko (el. stip najblizsie k ihrisku) —LV1, p.&. 9739/2
Externy pristupovy bod €. 6 Namestie pri kostole sv. Martina (el. stip pri d.&.125)-LV1, p.&.
9729/1

Externy pristupovy bod €. 7 Sportovy areal (el. stip pri Sportovom aredli) - LV1, p.&. 9729/1
Externy pristupovy bod &, 8 Zakladn4 §kola s materskou 3kolou (budova skoly) -LV1, p.&. 66
Externy pristupovy bod €. 9 Hasi&ska zbrojnica (budoba HZ) - LV1, p.¢. 561

Externy pristupovy bod &. 10 Namestie pri Homade (dreveny stlp na ktorom je obecny rozhlas,

krizovatka ulic Hlavna, NiZna, Majerska, blizko d.€.24) —LV1, 1103/3

Pristupové body, ktoré budii umiestnené na uvedenych verejnych priestranstvach musia spliat’
minimalne nasledujtce technické parametre:

Kompaktné dvojpasmové WiFi zariadenia (2,4GHz - 5 GHz), ktoré su certifikované pre eurépsky trh,
Zivotny cyklus pouZitych produktov vyssi ako 5 rokov,

Stredna doba medzi poruchami (MTBF) minimélne 5 rokov,

Moznost centrilneho mana¥mentu pre riadenie, monitoring a konfiguraciu siete (single point of
management),

Sulad s ,,802.11ac Wave I, Institute of Electrical and Electronics Engineers* (IEEE) Standardom,
Podpora 802.1x [EEE §tandardu,

Podpora 802.11r IEEE §tandardu,

Podpora 802.11k TEEE 3tandardu,

Podpora 802.11v IEEE $tandardu,

Schopnost’ AP obsluhovat’ naraz aspoii 50 réznych uZivatelov bez zniZenia kvality sluzby,
Minimalne 2x2 MIMO (multiple-input-multiple-output),

Sulad s Hotspot 2.0 (Passpoint WiFi Alliance certification program).

Sumar aktivit a vystupov:

Projektova dokumentacia, ktora bude obsahovat sietové zapojenie aktivnych prvkov siete s IP
adresnym planom, simuldciu pokrytia priestoru, meranie skutoéného pokrytia, technické listy
aktivinych prvkov, funkény popis a vyobrazenie obsahu hotspot portélu s umiestnenym logom.
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Priloha ¢, 2
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"Podet nezodpovedanych otizok 9 0|




Pzilotia &, 3 Podrobny popis pristupového bodu (AP) s vizbou na finanéné lmity

i o [ I . b ] | e 2 iLimity podfa Priruky pre.opravhenast’
T s ednciia] ot Jednothowd cong | YSHENI SUMA gy gaukayiPOT OPH pre dopytova
i ool L inonek (¥ EUR bez'DPH) VEURsDPH) | orientovang. projekty .\%I’l‘ preTeba-

] : | | B [ tmax suma 201 AR vEUR 5 DPH)
Exlerny'v pristupovy bod (AP] £, 1-10; el Lo s 15 000.00 € 1 500.00
|Extemy pristupovy bod ks 10 §35.00 € 1122000 € “nevplfy sai
[Ingtalcia a kanfiguracty AP ks 10| 196.50 € 235800 € tevyyiite sat

SwW 2ment AP ks 10] 118,50 € 1422,00€ M S

Celkam 15 000.00 €.




Priloha ¢, 4: Technické listy dodavanych aktivnych prvkov
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COMMSCOPE’ e o st D

S le CA 94089 USA
RUCKUS WIRELESS™ O 1 €0 26 4200
F:+1 408 738 2065
Www.commscope.com
EU Declaration of Conformity c €
This declaration of conformity is issued under the sole responsibility of the manufacturer:
Ruckus Wireless, Inc., 350 West Java Drive Sunnyvale, CA 94089  USA
Object of declaration
Product Name:  T350d & T350c Access Point
Brand: RUCKUS
Model: T350d & T350c

The object of the declaration described above is in conformity with the relevant Union harmenization legislation:
Radio Equipment Directive 2014/53/EU and the RoHS directive 201 1/65/EU

The product to which this declaration relates is in conformity with the following standards:

Safcty EMC

IEC 62368-1:2014 2™ Ed, EN 301 489-1 V2.2.3

EN 62368-1:2014, AC:2017, A11:2017 EN 30] 489-17V3.24

EN 60950-22:2016

[EC 60950-1:2005, A1:2009, A2:2013 RF

EN 60950-1: 2006 /A11:2009 EN 300328 V22.2
JAT:2010/A12:2011 /A2:2013 EN 301 893 V2.1.1

EN 302 502 V2.1.1

EMF

EN 62311:2008 RoHS

EN 50385 2017 EN IEC 63000:2018

Additional Information
EU-Type examination issued by NB

Signed for and on behall of Ruckus Wireless Inc.

Signature: mulﬂTWW
Name: Ivaylo Tankov
Title:  Principal Wireless Compliance Engineering
Email: cerificationsizicommscope co
Date: 12 September 2021

=] e

Note: Find the complete set of AP documentation for.all RUCKUS Wi-Fi products at




T350d, T350¢ - Outdoor Enterprise AP Ruckus Wireless Inc., a CommScope Company
Federal Communications Commission Notices

This product complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause
harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired
operation.

Caution; Changes or modifications lo this equipment that have not been approved by Ruckus Wireless may vold the user's authority to
operate this equipment.

For Class B Equipment:
Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC
Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment
generates uses and can radiate radlo frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If
this equipment does cause harmful Interference to radio or televislon reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the following measures:
—Rearient or relocate the receiving antenna. - Connect the equipment into an outlet on a circuit different from that to which the

receiver Is connected
—Iincrease the separation between the equipment and receiver, - Consult the dealer or an experienced radio/TV techniclan for help.

This device meets all the other requirements specified in Part 15E, Section 15,407 of the FCC Rules. This transmitter must not be co-
located or operating in conjunction with any other antenna or transmitter.

Note: The country code selection is for non-US Products only and is not avallable on US Products. Per FCC regulation, Wireless product
marketed in the US must be restricted to operate only on spectrum allocated per FCC Rules and Regulations.

Canada Statement

Under ISED regulations, this radio transmitter may only operate using an antenna of a type and maximum (or lesser) gain approved for the
transmitter by ISED. To reduce potential radio interferance to other users, the antenna type and its gain should be so chosen that the
equivalent isotroplcally radiated power (e.l.r.p.) is not more than that necessary for successful communication.

Confermément a la réglementation d'ISED, le présent émetteur radio peut fonctionner avec une antenne d'un type et d'un gain maximal
(ou inférieur) approuvé pour 'émetteur par ISED. Dans le but de rédulre les risques de broulllage radioélectrique a l'intention des autres
utilisateurs, il faut choisir le type d'antenne et son gain de sorte que la puissance Isotrope rayonnée équivalente (p.ir.e.) ne dépasse pas
lintensité nécessaire & l'établissement dune communication satisfalsante.

This device complies with ISED licence-exempt RSS standard(s). Operation is subject to the following two conditions. (1) this device may
not cause interference, and (2) this device must accept any interference, including interference that may cause undeslired operation of the
device.

Le présent appareil est conforme aux CNR d'|SED applicables aux apparells radio exempts de licence. L'exploitation est autorisée aux
deux conditions suivantes : (1) l'apparell ne doit pas produire de brouillage, et (2) Mdilisateur de l'apparell doit accepter tout brouillage
radioélectrique subi, méme si le brouillage est susceptible d'en compromettre le fonctionnement.

‘The device for operation in the band 5150-5250 MHz Is only for indoor use to reduce the potential for harmful interference to co-channel
mobile satellite systems; the maximum antenna gain permitted for devices in the bands $250-5350 MHz and 5470-5725 MHz shall comply
with the e.l.r.p. limit; and the maximum antenna gain permitted for devices in the band 5725-5825 MHz shall comply with the e.irp. timits
specified for point-lo-point and non point-te-point operation as appropriate,

Le dispositif de fonctionnement dans la bande 5150-5250 MHz est réservé 3 une utilisation en intérieur pour rédulre le risque
dinterférences nulsibles a la co-canal systémes mobiles par satellite, la gain d'antenne maximal autorisé pour les appareils dans les
bandes §250-5350 Miz et 5470-5725 MHz doit se conformer & (a pire limite, et le gain d’antenne maximal autorisé pour les apparells
dans la bande 5725-5625 MHz doivent &tre conformes avec le plre limites spécifidées A point-A-ponctuelles et non point-2-point de
fonctionnement selon qu'il convient,

Operation in the 5600-5650 MHz band is not allowed In Canada. High-power radars are allocated as primary users (i.e. priority users) of
the bands 5250-5350 MHz and 5850-5850 MHz and thal these radars could cause interference and/or damage to LE-LAN devices.
Opération dans la bande 5600-5650 MHz n'est pas autorisée au Canada. Haute puissance radars sont désignés comme utillsateurs
principaux {c.-a-utllisateurs prioritaires) des bandes 5250-5350 MHz et 5650-5850 MHz et que ces radars pourraient causer des
interférences et / ou des dommages a disposilifs LAN-EL.

Radiation Exposure Statement

The device has been found to be compliant to the requirements set forth in CFR 47 Sections 2.1091 and ISED RS§S-102 for an
uncontralied environment. The antenna(s} used for this ransmitter must be installed to provide a separation distance of at least 20 em
from all persons and must not be co-located or operating in conjunction with any other antenna or transmitter.

Le dispositifa été jugé conforme aux exigences énoncées dans les articles 47 CFR 2.1091 et ISED RSS-102 pour un environnement non
contrélé. L'antenne {s) utilisée pour ce transmetteur doit &tre installé pour fournir une distance de séparation d'au moins 20 cm de toutes
les personnes et ne doit pas étre co-localisés ou fonctionner en conjonction avec une autre antenne ou transmetteur.

Professionally Installed Products

The product is to be installed according to the Installation instructions. The Use/Operator does not have access to the device once the

device Is installed and in use. Provisions for permanent grounding is provided.

1. Installation personal: This product is deslgned for specific application and needs to be installed by a qualified personal who has RF and
related rule knowledge. The general user shall not attempt to install or change the setting.

2. Installation location: The product shall be installed at a location where the radiating antenna can be kept 20 cm fram nearby person in
normal operation condition to meet regulatory RF exposure requirement



a. Any Installation of either a master or a client device within 35 km of a TOWR location shall be separated by at least 30 MHz
center-to-center) from the TDWR operating frequency.

k. A voluntary WISPA sponsored database has been developed that allows operators and installers to register the location
information of the UNII devices operating outdoors in the 5470 — 5725 MHz band within 35 km of any TDWR location (see
http:/imww spectrumbridge .com/udia‘home .aspx ), This database may be used by government agencies In arder to expedite
resolution of any interference o TDWRs.

c. Addition information can be obtained from the FCC Knowledge Database, Publication Number 443989,

Mit it /i i ndex
3. External antenna: Use only the antennas which have been approved by Ruckus Wireless. The non-approved antenna(s) may produce
unwanted spurious or excessive RF transmitting power which may lead to the violation of FCC limit and is prohibited.
4, Installation procedure: Please refer to user's manual for the detail,
5. Warning: Please carefully select the installation position and make sure that the final output power does not exceed the limit set force in
US Rule GFR 47 part 15 section 15.247 & 15.407. The viclation of the rule could lead to serious federal penalty.

Products intended to be powered by an external power supply:

Caution ~This product Is intended to be supplled by a Listed Direct Plug-In Power Unit marked Class 2 or LPS {(sub-clause 2.5 of standard
EN 60950-1). Avaltable Ruckus power supplies intended for product operation are identified in the product datasheel. The last iwo digits
of the power supply part number represent the country code. For additional applicable power supplies/options, see user instructions and
product datasheet.

Medical Statement
Ruckus Wireless Access Points shall only be used in ME systems where the intended EM ENVIRONMENT does NOT does not rely on the
WLAN radio link for BASIC SAFETY or ESSENTIAL PERFORMANCE of the ME SYSTEM.

Mexico Staternent

“La operacitn de esle equipo estd sujeta a las siguientes dos condiciones: (1} es posible que este equipo o dispositivo no cause
interferencia perjudicial y (2) este equipo o dispositivo debe aceptar cualquier interferencia, Incluyendo la que pueda causar su operacién
no deseada.”

Australia and New Zealand Statement

This device complies with the ACMA requirements for a WIFi device namely Radiocommunications (Short Range Devices) 2014 and
Radiocommunications (Compliance Labelling - Devices) Notice 2014 and the New Zealand Radiocommunications Regulations (General
User Radio Licence for Short-Range Devices). The equipment complies with the ACMA and New Zealand reguirements for radiation
exposure for a “general usar/non-aware user”. This equipment should be installed and operated with a minimum distance of 20 cm
between the radiator and your body. This equipment complles with the Ausiralian and New Zealand safely requirements and should only
be used with the specified power adapter carrying a RCM mark and Electrical Approval No.

Brazil Statement

For Brazil, those products are designed for specific application and needs to be Installed by a qualified personal who has RF and related
rule knowledge. Regarding the operation on range of 5150 MHz to 5350 MHz, the average output power of the equipment must be
adjusted $o the maximum limit of - 0,48 dBm and for 5470 MHz to 5725 MHz, the average output power of the equipment must be adjusted
to the maximum limit of 6,44 dBm,

Para o Brasil, esses produlos s3o projetados para aplicagbes especificas e necessidades a serem instalados por um pessoal qualificado
que tenha conhecimento regra RF e afins.Em relaglo & cperagio em série de 5150 MHz a 5350 MHz, a poténcia média de saida dos
equipamentos deve ser ajustado para o limite maximo de - 0,48 dBm e para 5470 MHz a 5725 MHz, a poténcia média de saida dos
equipamentos deve ser ajustada ao limite méxima de 6,44 dBm.

Este equipamento ndo tem direlto & protegdo contra interferdncia prejudicial e ndo pode causar interferéncia em sislemas devidamente
auterizados.

Este equipamento opera em carater secunddrio, Isto é, nflo tem direito a protegio contra interferéncia prejudicial, mesmo de estagdes do
mesmo tipe, e ndo pode causa interferéncia a sistemas operando em cardter pimario

Nigeria Statement
Conneclion and use of this communications equipment is permitted by the MNigerian Communications Commission

Thailand Statement
This telecommunication equipment conforms to NTC technical requirement

Hong Kong Statement
The 5,15 — 5,35 GHz band shall be restricted to indoor operations only. Obey local regulations when using this product.

Taiwan Statement
ERAEERMNT G ETHIETRRRZIRE This product should not affect the operation of nearby radar systems.
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The control, adjustment and on/off operation of this device does not violate the “Administrative regulations on low power radio waves
radiated devices®. Any adjustments to the device should be caried out or be monitored by a specialist who has expertise on radio
frequency devices, Replacement of components which may lead o the violation to the regulations is not allowed. Without permission
granted by the NGC, any company, enterprise, or user Is not allowed lo change frequency, enhance transmitting power or alter original
characteristic as well as perfermance to an approved low power radio-frequency devices. The low power radio-frequency device shall not
influence aircraft security and interfere with legal communications; if found, the user shall cease operating immediately until no
interference is achieved. The said legal communications means radio communications Is operated in compliance with the



Telecommunications Act. The low power radio-frequency devices must not be susceptible with the interference from legal communications
or ISM radio wave radiated devices.

RANHSARRNRRES

Declaration of the Presence Condition of the Restricted Substances Marking

R BEMABEIRES BN (B) msedaTisc

Equipment name Tvpe designation (Tvpe)
IIEFE#?JHEE'H:E?’&&E Restricted substances and its chemical symbols
= s 3 oy ——a
B 75 Unit oy FMercury | #Cadmium | FfEEHexavalent A ﬁﬁ 5;&!_;&
cad (Ph) (Hg) «dy chromium (Cr*®) Polybrominated Polybrominated
g Biphenyls (PBB) |diphenyl ethers (PBDE)
Enclosure - Top
TREINE 0 0 0 o 0 o]
Enclosure - Bottom
EBAE 0 o o (o] o (o]
PWB
Re51E - o 0 o] 0 (s}
Connector and Receptacle
&0 0 0 0 (8] o] 0]

HEL "BEIw e & 0w %" iERAMKZESESREEASLINESE
Note 1 : “Exceeding 0.1 wt %" and “exceeding 0.01 wt %" indicate that the percentage content of the restricted substance exceeds the
reference percentage value of presence condition.

HE2 "o thisRARANKZEALINABLESILIRESHE -

Note 2 : “o™ indicates that the percentage content of the resiricted substance docs not exceed the percentage of reference value of presence.

w=E3 " - wERAMRANARRGE

Note 3 : The “~" indicates that the resiricted substance corresponds 1o the exemption.
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European Union Notices and Natlonal Restrictions

Maximum output power: _é—% ];Q -I;/ EIT" SG .!B.g— E
—2400-2453,5MHz: 19.9dBm EIRP N
—5150-5250MHz: 22.9dBm EIRP (CYIDEILTISKILL THR
—5250-5350MHz: 22.9dBm EIRP | CZ1E Ul St INOIIE
—5470-5725MHz: 29.9dBm EIRP DKIHUIMTIES | CHI EE

NL | SE | UK(N

The frequency band 5150 — 5350 MHz Is restricted o indoor use.
The frequency band 5725 — 5875 MHz is restricted for use in some EU member states, check focal Regulations



Hereby, Ruckus Wireless Inc., declares that the radlo equipment type is in compliance with Directive 2014/53/EU.
The full text of the EU declaration of conformity is available al the following internet address; hitn://docs.commscone.com/Pdocs-box

Bwnrapexu C HactoruwoTo Ruckus Wireless gexnapupa, Ye ONKCaHOTO No-rope paguochopbXeHue e B CLOTBETCTANE ©
[Butgarianj Owpextvuea 2014/53/EC, hitp://docs.commscope com/?docs-box
Cesky Ruckus Wireless timto prohlasuje, Ze tento Radio LAN je ve shod@ se zdkladnimi poZadavky a daidimi
[Czech] phisludnymi ustanovenimi smémice 2014/53/EV. hitp://dogs comnmscone com/?docs-box
Dansk Undertegnede Ruckus Wireless erklsrer herved, at falgende udstyr Radio LAN overholder de vaasentlige krav og
[Danish] evrige relevante krav | direktiv 2014/53/EU. htto://docs.commscope com/7docs-box
Deutsch Hiermit erklant Ruckus Wireless, dass sich das Gerdt Radio LAN in Obereinstimmung mit den grundlegenden
[German) Anforderungen und den (brigen einschidgigen Bestimmungen der Richtlinie 2014/53/EU befindet.
http://dacs.commscope com/?docs-box
Eestl Kaesolevaga kinnitab Ruckus Wireless seadme Radio LAN vastavust direktiivi 2014/53%/€0 p&hinduetele ja
[Estonian] nimetatud direktilvist tulenevatele teistele asjakohastele séletele. hitp.//docs . commscone.com/?docs-box
English Hereby, Ruckus Wireless declares that this Radio LAN is in compliance with the essential requirements and other
relevant provisions of Directive 2014/53/EU. hitp.//decs commscope com/?docs-box
Espafiol Por medio de l2 presente Ruckus Wireless declara que el Radio LAN cumpie con los requisitos esenclales y
[Spanish] cualesquiera otras disposiclones aplicables o exigibles de la Directiva 2014/S3/EU.
hitp:/docs commscope. com/?docs-box
EMnvikd ME THN NAPOYZA Ruckus Wireless AHAQNEI OT) Radio LAN ZYMMOP®QNETAI NMPOL TIE OYEIQAEIZ
|Greek) ATAITHIEIZ KAl TIZ AOINEZ IXETIKEZ AIATAZEIZ THZ OAHFIAE 2014/53EV.
itp:/idoes comm: com/?docs-box
Frangais Par la présente Ruckus Wireless déclare que l'appareil Radlo LAN est conforme aux exigences essentielles et
[French) aux autres dispositions pertinentes de la directive 2014/53/EU. hitp./idocs commscope, comi?docs-box
Italiaro Con la presente Ruckus Wireless dichiara che questo Radio LAN & conforme ai requisiti essenziall ed alle altre
[ltalian] disposizioni pertinentl stabilite dalla direttiva 2014/S3/EV. hitp://docs.commscove com/Tdocs-box
Latviski Ar Bo Ruckus Wireless deklaré, ka Radio LAN atbilst Direktlvas 2014/53/EU batiskajam prasibam un citiem ar to
[Latvian] salstitajiem notelkumiem. hitp://docs commscope.com/?docs-box
Lietuviy Siuo Ruckus Wireless deklaruoja, kad Sis Radio LAN atitinka esminjus reikalavimus ir kitas 2014/53/EU
[Lithuanian] Direktyvos nuostatas, hitp://docs.commsecope com/?docs-box
Nederlands Hierbij verklaart Ruckus Wireless dat het toestel Radio LAN in overeenstemming Is met de essentiéle elsen en de
[Outehj andere relevante bepalingen van richtlijn 2014/53/EU. hitp:/fdocs commscope.com/?docs-box
Malti Hawnhekk, Ruckus Wireless, jiddikfara il dan Radio LAN jikkonforrma mal-htigifiet essenzjali u ma provvedimenti
[Maltese] ohra)n refevanti li hemm fid-Dirrettiva 2014/53/EU., hitp://docs.commscope com/7docs-box
Magyar Aluliroti, Ruckus Wireless nyilatkozom, hogy a Radio LAN megfelel a vonatkozé alapvetd kivetelményeknek és
{Hungarian] az 2014/53/EU irdnyelv egyeéb eldidsainak. hitp./f ! comf?docs-
Polski Ninlejszym Ruckus Wireless osdwiadeza, 2e Radio LAN jest zgodny z zasadniczymi wymogami oraz pozostatymi
[Palish] stosownymi postanowleniami Dyrektywy 2014/53/EU. http:/docs commscope com/Pdocs-box
Portugués Ruckus Wireless declara que esle Radio LAN esta conforme com os requisitos essenciais e oulras disposicdes
[Partuguese] da Directiva 2014/53/EU. hitp://docs. commscope .com/?docs-box
Slovensko Ruckus Wireless izjavlja, da Je ta Radio LAN v skladu z bistvenimi zahtevami in ostalimi relevantnim| dolo&Hi
[Slovenian] direktive 2014/53/EV. hilp.//docs commscope.com/?docs-box
Slevensky Ruckus Wiraless tymlo vyhlasuje, 3e Radio LAN spiia zakdadné poZiadavky a vietky prisluiné ustanovenia
[Slovak] Smermnice 2014/53/EU. hitp:fidocs commsgope.com/?docs-box
Suomi Ruckus Wireless vakuutiaa taten ett2 Radio LAN tyyppinen lalte on direktilvin 201 453/EU oleellisten vaatimusten
[Finnish] fa sité koskevien direktiivin mulden ehtolen mukainen. A comm
Svenska Harmed intygar Ruckus Wireless att denna Radlo LAN star | dverensstimmelse med de vésentliga
[Swedish] egenskapskrav och dvriga relevanta bestdmmelser som framgar av direktiv 2014/53/EU.
hitp.//docs.commscope com/?docs-box
Istenska Hér med lysir Ruckus Wireless yfir pvi ad Radio LAN er [ samraami vid grunnkrdfur og adrar kedfur, sem gerdar
[leelandic) eru | tilskipun 2014/53/EV. hito://docs commscope.com/?docs-box
Norsk Ruckus Wireless erklazrer herved at ulstyret Radio LAN er i samsvar med de grunnleggende krav og evrige
[Norwegian] relevante krav | direktiv 2014/53/EU. hitp.//docs. commscope comi?docs-box




T350d & T350c, Access Point Installation Addendum

When the frequency band 5150 - 5250 MHz is used outdcors in the U.S.A, the FCC mandates that the energy radiated above 30° from
the horizon remains below 21 dBm EIRP. This can be malintained during installation using the following guidance.

When the device Is installed level to the hortzon, (i.e. - device perpendicular to the surface of the earth, antenna radome pointing
horizontal, parallel to the earth), the device operates in compliance with FCC rules without any adjustment of cutput power.

T350d & T350c - Antennas Degree Above Horizon (A)  Output Power Reduction (dBm)
When the device Is installed outdoors at an angle above the A <=12 0dBm

horizon, it may be necessary to reduce output power to ensure 12 <A <15 1 dBm

the energy radiated 16 <= A < 30 3dBm

above 30° from the horizon remains under 21 dBm EIRP. 30 <= A < 45 6 dBm

Please see table and elevation plots below. A > 45 7dB

T350d & T350¢ Omni Antenna
Elevation Pattern: The highest gain is -3.7dBI above 30° to 150°

.l'-._ . ".!I |
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I |
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Simply Better Wircless

Ruckus Wireless Standard End of Life (EOL) Policy

www.ruckuswireless.com

Revision date: 20 December 2013

The following EOL policy applies to all Ruckus Wireless standard products. Figure 1 illustrates Ruckus
Wireless Standard EOL Policy timeframe. Detailed dates outlining the timeframes set forth in this policy
will be clearly outlined in each product’s EOL notification.

Hardware

Ruckus Wireless will publish an end-of-life (EOL) notification to customers to give them advanced natice
of a planned end-of-sale (EQS) event on a specific product, Custamers will be provided an opportunity
for last-time purchases of products prior to end-of-sale.

Standard policy requires the end-of-sale {EOS) date to occur 6 months after the EOL notification is
published on the Ruckus Wireless support site (support.ruckuswireless.com). At the EOS date, the
discontinued product is removed from the price list and is no longer available for purchase. All
accessories, kits and bundles uniquely applicable to the discontinued product may also be remaved from
the price list and may no longer available for purchase.

The last ship date for a discontinued product may extend to 6 months after the EOS date. The last ship
date excludes transportation considerations.

The last hardware repair/replace and support for advanced hardware replacement date for discontinued
products is 5 years after the EOS date. The replacement or advanced hardware replacement of
discontinued product after the EOS may be product of a like-kind.

Software

Standard policy requires software maintenance for the discontinued product to continue until the end-
of-maintenance {(EOM) date, which occurs 1 year after the product end-of-sale (EOS) date.

This EOL policy does not ensure that software maintenance for a discontinued product will always
follow an EOL announcement. Mature products may use software for which no active maintenance
has occurred for some time and for which no further active maintenance is planned. While typically
the exception, Ruckus reserves the right to establish an end-of-maintenance date for products prior to
the EOL announcement.

350 West Java Drive Telephone (650) 265-4200
Sunnyvale, CA 84089 USA Fax (408) 738-2065
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Standard End of Life Policy * Page 2 Simply Better Wireless

Support & License Upgrades

Ruckus Support and AP license upgrades are available for discontinued products for up to 5 years after
the EOS date. End-of-sale dates for 1-year, 3-year, and 5-year Support packages are timed such that
Support shall not extend beyond 5 years after the EO5 date of the discontinued product. The end-of-
sale date for AP license upgrades for a discontinued controller is 5 years after the EOS date of the
controller. Support package and license upgrade EOS dates are clearly defined in the discontinued
product’s EOL notification.

Support extending beyond the discontinued product’s EOM date is [imited in nature. Ruckus Support is
unable to provide software fixes or upgrades which may be required to resolve support cases after the
EOM date. Ruckus will continue to provide all other aspects of support. The customer accepts that a
Support Contract for product is limited in terms of software maintenance beyond that product’s ECM
date. Note that the window of limited support for a discontinued product may be 4 years in duration,
starting 1 year after the product’s EQS date and ending 5 years after the EQS date.

www.ruckuswireless.com

1 ¥ [} [ L ] » 4 . ] ] ]
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1-year

Figure 1. Ruckus Standard End of Life Policy Timeline

THE END

350 West Java Drive Telephone (E50) 265-4200
Sunnyvale, CA 84080 USA Fax (408) 738-2065




DATA SHEET

RUCKUS™ T350

Dutdoaor 2x2:2 Wi-Fi 6 Access Paint

Benefits

SIMPLICITY

RUCKUS Outdoor APs make Wi-Fi deployments
extremely simple to deploy with one-touch technologies
like SmartMesh™,

STUNNING WI-FI PERFORMANCE

Exterds coverage with patented DeamFlex” + adaphive
antenna technology while mitigating interference by
utilizing up to 64 directional antenna patterns.

GREAT OUTDOOR WI-R

Experience high performance outdoor Wi-Fi 6 with iP-67
weather proofing.

MULTIPLE MANAGEMENT OPTIONS

Manage the T350 Series with physical or virtual
centrofler appliances.

SERVE MORE DEVICES

Connect more devices simultanegusly with two MU-
MIMO spatial streams and concurrent dual-band
2.4/5GHz radios while alsa enhancing non-11ax device
performance,

AUTCMATE OPTIMAL THROQUGHPUT

ChannelFly’ dynamic channel lechnology uses machine
learning to automatically find the least congested
channels. You always get the highest throughput the
band can support.

MORE THAN WI-FI

Support services beyond WIFi with RUCKUS 10T Suite,
Cloudpath security and onboarding software, SP0T WI-Fl
locationing engine, and 50! network analytics,

Madern Wi-Fi device users expect rellable connectivity—anywhere, anytime.
But In crowded outdoor venues with thousands of users and constant RF nolse,
they are often frustrated by poor coverage, dropped connections, and reduced
data rates. These aggravating Wi-Fi experlences can easily translate to negative
perceptions of the venue and the service provider, resulting in loss of business.
The quality of the network experience becomes the "litmus test" for acceptance
or refection.

As the market [eader in outdoor Wi-Fi deployments, RUCKUS knows that one AP solution cannot
meet every possible challenge of varied and complex outdoor requirements. This Is why the
RUCKUS T350 Wi-Fi 6 series is designed with more variety than any other cutdoor AP in the market
today. Available with either internal omni-directional antennas or internal high-gain directional
antenna models, the T350 Series uses patented RUCKUS antenna optimization and interference
mitigation technologies to improve throughput, connection reliability, and deliver industry-leading
Wi-Fi 6 performance to every connected client. At the same time, the T350 Series is designed for
fast, simple installation with an ultra-lightweight, low profile, IP-67 rated enclosure that can stand
up to the most challenging outdoor enviranments.

At RUCKUS, we know that outdoor AP deployments are especially challenging for installation and
maintenance, which is why RUCKUS outdoor APs use a variety of technologies, like SmartMesh
that help simplify outdoor AP deployment.

The RUCKUS T350 Series is perfect for high-density outdoor public venues such as airports,
convention centers, plazas, malls, smart cities, and other dense urban environments. By providing
a superior Wi-Fi experience to every user in high-density outdoor locations, venue operators can
improve guest satisfaction and loyalty, deliver new kinds of wireless application services, and
increase revenues.

The RUCKUS T350 Series incorporates patented technologies found enly in the RUCKUS Wi-Fi
portfolio.

« Extended coverage with patented BeamFlex+ utilizing multi-directional antenna patterns.

« Improve throughput with Channe!Fly, which dynamically finds less congested Wi-Fi channels to
use,

wWhether you're deploying ten or ten thousand APs, the T350 Serles Is easy to manage through
RUCKUS' appliance and virtual management options.




RUCKUS® T350

Outdoor 2x2:2 Wi-Fi 6 Access Point

Access Point Antenna Pattern

RUCKUS' BeamFlex+ adaptive antennas allow the T350 AP to dynamically choose among a host of
antenna patterns in real-time to establish the best possible connection with every device. This
leads to:

« Better Wi-Fi coverage

* Reduced RF interference

Traditional omni-directional antennas, found in generic access points, oversaturate the environment
by needlessly radiating RF signals in all directions. In contrast, the RUCKUS BeamFlex+ adaptive
antenna directs the radio signals per-device on a packet by-packet basis to optimize Wi-Fi coverage
and capacity in real-time to support high device density environments, BeamFlex+ operates without
the need for device feedback and hence can benefit even devices using legacy standards.

Figure 1. Example of BeamFlex+ pattern

@ Client @ Composite () BeamFlex+

Pattern
Figure 2. 2.4GHz Azimuth Figure 3. 5GHz Azimuth Figure 4. 2,4GHz Elevation Figure 5. 5GHz Elevation
Antenna Patterns Antenna Patterns Antenna Patterns Antenna Patterns

Note: The outer trace represents the compasite RF footprint of all possible BeamFlex+ antenna patterns, while the inner trace represents one BeamFlex+ antenna

pattern within the composite outer trace.

© 2021 Commscope, Inc. All rights reserved.
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RUCKUS" T350

Qutdoor 2x2:2 Wi-Fi 6 Access Point

Wi-Fl Standards

* IEEE 802.11a/b/g/n/ac/ax

SOMI RECEIVE SEMSTTIVITY

WHT.20

WHTa0

* 22 MU-MIMO

=¥2 stream; SWMU MIMO 5GHz

Rata

* 802 1ax: 4o 1774 Mbps MCS0 | MCS7 | MCSB | MCSP | MCS0 | MCS7 | MCS8 | MCS9 | MCS0 | MCS7 | MCSB | MCS$

* BOZL1aciS.Sto BA7 Mbps o7 |78 | s |73 es | || ee | a2 | | | 66
Supported Rates * B32.41n: &.510 00Mbps = e e e , T

* 802113/g: 6 to 54 Mbps ERSERRHEZ0 S HE4) ER0 A |

* B2 11b: 1te 11 Mbps MCS50 MCS'I—[MCSP MCS11| MCSO | MCS7 | MCS9 [MCS11| MCSO | MCS7 | MESS MCS11)
v O I 2.4GHz 1-13 97 | <18 | 72 | 67 | 95 | 277 | 49 | -84 | 92 | 74 | 6 | 61 |
ees anncs | * SGHz: 36-84, 100-144, 149-185 B TR )
MIMO e 2.4GHT TX POSVER TARGET

Pout [dBm)

Other Wi-Fl Features

WPA3-Personal, WPAJ-Enterprise, AES, 802,11, Dynamic
PSK, OWE

* WMM, Power Save, Tx Beamforming, LDPC, STRC,
B02.11r/kiv

* Hotspot, Hotspot 2.0
*  Captive Portal |
¢ WISPr i

Internal 120 deg
Internal omnidir- | Internal omnidie- ::;?;:::; £
Antanna Type nal ectional external
connectors
BeamFlex+ adaptive Internal antennas with polarization
diversity
2.4GHz: 4d6l
Antenna Galn (max) Up to 3dBi
SGhz: BdBi
| Peak Transmit Power [Tx port/chain 2.4GHz* 26 dBm 2.4GHz. 26dBm |
+3d8 Combining gain} 5GHz: 25 dBm 5GHz 25dBm
i Pt | e Y P At
, | = 1sM(24-2.484GH7
! | * U-NI-1(5.15-5.25GHz)
Frequency Bands | ®  U-NI-2A (5.25-5.35GHz)
1 U-NI2C [5.47-5 725GHz)
‘1 *  U-NII-3 {5.725-5.85GHz}
U 0 () 0
MCSO | MCST | MCSD | MCST | MesO | MCS7T | MCsD | Mes?
AEEL -04 75 -97 78 -94 75
HEZG HE40
MC50  MCS? MCSY MCS511 MCS0 MCS7 MCSY MCS511 |
e S '
-7 -78 73 -67 -p4 75 =70 -54

s I
RS Sta. o 2 streams SU/MUMIMO 2.4GHz MCso HT20 HES%
* 2.2 {5GHz) MCST HT20 18
Radla Chalns and st -
0 Chalns and streams |+ 222(2.4GHD MCSB VHTZO0 17
Channallzation _* 20,40, B0MHz MCS? VHT4Q 16.5
"+ WPA-PSK, WRA-TKIP, WPAZ-Personal, WPA2-Enterprise, | Mes11 Heao 15

SGHZ TX POWER TARGET
Rate
| MCS0 VHT20
MCS7 VHT40, VHTBD 20
T!Ese VHT40, v_;mo 1 19
Msu?ﬁ& I'I.E:‘lﬂ. HEBD ] l 15

PERFORMAMNCE AND CAPACITY. ]

* 2.4GHz: 574 Mbps

Peak PHY Rates 5GHz: 1200 Mbgs
Client Capacity *  Upto 512 clients per AP
SSID

* UptoldlperAP

Antenna Optimization

ALICHLS RADIO MANAGEMENT !

* BeamFlex+

*  Polarization Diversity with Maximal Ratio Combining (PO
MRC)

Wi-Fl Channel Management

* ChannelFiy
* Background Scan Based

| Client Density Management

SmartCast Quality of Service

|« Alrtime-based WLAN Prioritization

—_— e

| *  Directed Mutticast

* Adaptive Band Balancing
* (Client Load Balancing
* Alrtime Fairness

* (oS-based scheduling

* L2A3/L4 ACLs
Mobllity | * Smartftcam

*  Spectrum Analysi
Dlagnostic Tools —

* Spesdflex

[~ ]

© 2021 Cammscope, Inc. Al rights reserved.



RUCKUS® T350

Outdoor 2x2:2 Wi-Fi 6 Access Point

POWERT

* SmartZone | TA50¢ Tas50d Ta50se
* ZoneDirector | i '™
| | ax Power Consumption (Includes
Controller Platform Suppert | *  Unleashed : Power Mode | System Configuration : UsE powaer)
pcioud 802.3at (PoE) - Class4 | Full Functionality | 124w | 175TW | 2w
® Standalone E — —m e marae
e = USB Disabled
Mesh ® SmartMesh” wireless meshing technology. Sel-heating 802.3af (POE} - Class 3 TL42W | 1204W | 1281w
Mesh loF Disabled ] |
|14 *  Ibvd, IPv5 Idie (POE) 7.68W 7.78W 8.48wW
* B2 10 {1 per BSSID or dynamic per use based on RADIUE) DC - max power . Full Functionality — 16.32wW 19 34W
VLAN | * WLANPodling pC -idla - = 670w 7.92W
| * Port-based ———
—_— T
TIFICATIONS AND COMPLIANC
Tunnel * L2TP, GRE, soft-GRE CCRTIFICK ANDES £
o tse T e * WI-Fi CERTIFIED™ 3, b, 8, ., a¢
| :ptica::iontﬁelczglﬁm and Contrel « WHFi CERTIFIED™ 6
Pollicy Management Tools . D:: - Fim — 1 h,: * WPAT™ - Enterprise, Personal
AT c:t irtiiierpr ALy * Wi-Fi Enhanced Open™
LS lo) 2 moTe Wil Alllance? * WiFi Aglle Multiband™
T *  Ta50d: Integrated BLE and Zigbee {1 radio, switchable} * WiFi Optimized Connectivity™

*  WiFiVantage™
" WMM®
*  Passpoint’

* JEC/EN/UL 62368-1 & IEC/EN 60950-1 Safety

Ethernet 1 x 1GbE port, RJ-45 Pot In -802.3at Class 4 * FLC 158, RSS-Gen, EN 301 489-1/17
usB s I 1USB 2.0 port, Type A * EN 61000-3-x Emissions
= -+ *  EN 61000-4-2/3/5 Immunity
L Pover R N | F0 S SR | W12V D Terminal Biock (7Y, 20018 * EN60503-1-2 Medical !
. Standards Compliance* * EN50121-1/4 Rallway EMC
PLYSICAL CHARACTERISTICS | | * IEC 61373 Railway Shock & Vibration
| * UL2043 Plenum
*  EN A2311 Hyman Safety/RF Exposure
* 1623mm |+ 1423mm | ¢ 209.1mm * WEEE & RaHS
{(W)x194.9 Wix213.7 (\'\_’I x261.7 *  ISTA 2A Transportation
mm {L) x 80.9 mm {L} x B0.9 mm {U) x e e
physical Size mm {H) mm (H} 102.5 mm (H}
* $38in(Wix | * 638in(Wix |* B23in{Win ] o0 SERVICES
7.87in (Lx BA1in(Lhx 10.30in {U) x RN AL
2.1%in {H} 3.191n H) 4.04in (H) Location Based Services s SpaT
Welght {w/ included bracket) 1.01kg {2.271bs) | 1.07kg 12 361bs) | 2.2kg [4.B5Mbs) Netwark Anatytics *  SmartCell Insight {5CI)
Ingress Protection kg7 © RUCKUS Analytics
*  Pole Mount SIELIiIY_Ind Pollcy * Clowdpath
*  Wall Mount
| Mourting ¢ Flat Surface = =
*  Bracket included in the box i
B . e 1 od e P D e
| =20C -{4°F) to
| Oparating Temparature e ‘;(49.'):1 : ~40°C -{-40"F) to 65°C {149°F) | T350c P 20°C N N
Operating Humidity | Up to 95%, non-condensing Tsod Internal omni -40°C
Wind Survivability I Up to 266kmv/h {165 mph) Internal sector
1 N T3501a 120°} + External -A0°C Y \/
A1mu_de | Up o 3,048m (10_.0_0(_)_!}1, functional op.erjh_ni = (al'ltel'::a capable
2 Max power varies by country setting, band, and MCS rate.
3 for complete llst of WFA certifications, please see WI-Fi Alllance website,
4 For current certification status, please see price list.
Q20216 inc. Al rights d. 4




RUCKUS® T350

Outdoor 2x2:2 Wi-Fi b Access Point

DRDERING (NFORMATION | OPTIONAL ACCESSORIES L
T340 OUTDOOR APF $02-0262-XXYY *  PoE Injector (24W) {Sold in quantities of 1, 10 or 100)
Ta50¢, omni, outdoor access point, 2x2:2 WI-Fi 6 internal 902-0125-0000 *  Secure articulating mounting bracket
. BeamFlex+, dual band concurrent. One Ethernet port, PoE input. = T oy e
901-T350-XX20 -20°C to 85°C Operating Temperature. Includes mounting _92-21224»00 5 * Extended cap to accommodate up to 6 cm lon.g.l_JSF Eit?ngle |
e = , bracket and one year warranty, Does not include PoE Injector. e *  Spare weatheriting cable gland with option of one hole or 2 |
T350d, omnl, outdoer access point, 2x2:2 Wi-Fi 6 Internat | hole connection
BeamFlex+, dual band concurrent. One Ethernet port, Pok input, *  Spare cable gland for weatherizing the RJ-45 ports
901TIS0-NNI0 DC input and USB port, -40°C 1o 45°C Operating Temperature. 702-0183-000 xduor ml - P
| Includes mounting bracket and one year warranty, Does not e l
i | include PoE injector. | PLEASE NOTE: When ordering PoE injectors or power supplies, you must specify the destination region

T350se, sector+external, outdoor 'a'c'uss point, 242:2 WHFi 6, ] by Indlcating -US, -EU, -AU, -BR, -CN, -IN, -JP, -KR, -5A, UK, or -UN instead of -XX,

| Internal 120 degree sector + external antenna capable, duat

| band concurrent access polnt. One Ethernet port, PoE input, DC

| Input and USB port. -40°C to 65°C Operating Temperature,
Includes adjustable mounting bracket and one year warranty,

| Does not include PoE injector.

F0L-TISO-NASL

See RUCKUS price list for country-specitic ordering information. PLEASE NOTE: When ordering
outdoor AP$, you must specify the destination reglon by indicating -US, -WW, or -22 instead of XX.
For access points, -22 applies to the following countries; Afgeria, Egypt, Israel, Morocco, Tunisla, and
Vietnam.

Warranty: Sold with alimited one year warranty.

For details see: bt/ sunpert.rutkusydiclgss.comd watranty

CommScope pushes the boundaries of communications technalogy with game-changing ideas and ground-breaking
discoveries that spark prafound human achievement. We colioborate with cur customers and partners to design,
create and build the warld's most advanced networks. It is our possion ond commitment to identify the next
opportunity and realize o better tomorrow. Discover more at commSsCcope.com

COMMSCOPE

commscope.com
Visit our website of contact your local CommScope represehtative for more infarmation.
© 2021 CommScope, Inc. Al rights reserved,

Unless otherwlse noted. all trademarks identitied by * or ™ are reglstered trademarks, respectively. of CommScope. Inc. This document is for planning purposes only and Is not intended to mocdify or supplement
any specitications of wantanties relating to Commscope products or services, CommScope |3 comenitted ta the highest standards of business integrity and environmental sustalnability with a number of
CommsScope’s faclities across the globe certifed in d, with International standards. including 150 7001, TL $000, and 150 34001.

Further Inf tiof r ing C S ;] ean be found at vanw Ssmmstops comfAbout U/Corporste-Respensibilny and Sustairability

PAVIEETA-EN (12721)
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P. Obchodné meno L L it Predmet
. . . R 1CO rozsahu: meno zikazke .
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1 | Bez subdodavatel'ov




